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Note: () Reference dimensions in mm
BASIC WEIGHTS (LBS.) Axles 1-3 Axles 4 &5 Total
Mercedes Power, 20.5 tires, auxiliary hoist,
2nd oil cooler, outrigger pads, hydraulic offsettable
swingaway with hydraulic reel, 10 x 8 x 10, 3MT
counterweight bolted to superstructure. 72,367 48,621 120,988
Addifions:
Auxiliary boom nose 362 -207 155
20.5 Spare tire -487 1,296 809
Driveline retarder -64 716 652
*24,200 lbs. counterweight (15,400 Ibs. on carrier) 14,660 970 15,630
REMOVAL: ‘
*Substitute IPO counterweight in lieu of auxiliary hoist 93 -46 47
Substitute manually offsettable swingaway in lieu of
hydraulic swingaway (hose reel removed) -686 296 -390
Remove 3MT bolted count(_e_meight from superstructure 3,384 -9,777 -6,393
10 x 6 x 10 drive -772 -22 -794
16.00 tires in lieu of standard 20.5 -556 -370 -926
14.00 tires in lieu of standard 20.5 -1,349 -899 -2,248

Reflects weight with superstructure facing forward.

* Auxiliary hoist is considered as part of the counterweight. Please see counterweight configuration sheet for build-up.
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